














Intruder Detectors

Fresnel
' VFP-100P O-Zone PIR detector, range 15m, DSP silent and anti-magnet relay,
Grade 2 built-in DEOL resistors 1k, 2k, 3k3 or 4k7, PET immune lens up to 38kg
included, 8mA @ 12VDC
VFQR-102P 0-Zone QUAD PIR detector, range 15m, DSP silent and anti-magnet
Grade 2 relay, built-in DEOL resistors 1k, 2k, 3k3 or 4k7, PET immune lens
up to 38kg included, 8BmA @ 12VDC
' VFD-105P 0-Zone DUAL TECHNOLOGY detector, 2.45 GHz, range 15m, DSP,
Grade 2 silent and anti-magnet relay, built-in DEOL resistors 1k 2k, 3k3 or 4k7,
PET immune lens up to 38kg included, 20mA @ 12VDC
Mirror ;
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' VMP-200P 0-Zone MIRROR PIR detector, range 15m, DSP, silent and anti-magnet relay, “”
Grade 2 built-in DEOL resistors 1k, 2k, 3k3 or 4k7, PET immune mirror mask up to
38kg included, 8mA @ 12VDC
' VMD-205P 0-Zone MIRROR DUAL TECHNOLOGY detector, 2.45 GHz, range 15m,
Grade 2 DSP silent and anti-magnet relay, built-in DEOL resistors 1k, 2k, 3k3 or
4k7, PET immune mirror maks up to 38kg included, 20mA @ 12VDC
' VMVID-210A 0-Zone MIRROR DUAL TECHNOLOGY detector, ANTIMASKING, 2.45 GHz,
Grade 2 range 15m, DSP silent and anti-magnet relay, built-in DEOL resistors

1k, 2k, 3k3 or 4k7, 20mA @ 12VDC
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Intruder Sounder

' BORA Bora outdoor siren, xenon flashlight, 124dB, 1850Hz,
Standby SmA - Alarm 1600mA @ 13.8 VDC,
270 x 193 x 100mm, inner stainless steel shell and
outer 3mm thick ABS shell.

Connection diagram Bora (ICRSE001) to Scantronic 9752-9850-9851 systems
Scantronic
9752-9850-9851
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Connection diagram Bora (ICRSE001) to scantronic 9851 system
Second possibility
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Terms & Conditions

Terms and Conditions

All Vantage branded products are sold subject to the terms and conditions of the particular distributor

which offers the Vantage branded products for sale.

Limited Warranty Policy

Vantage warrants its products when purchased new to be free from defects in material and workmanship.

Vantage, at its option, will repair or replace Vantage products showing such defects for period of 3 years

with exceptions referenced below from the date of purchase by the original buyer.

Product category Warranty
Lenses 3 years
CRT Monitors 3 years
LCD Monitors 3 years
IR Lamps 3 years
Fully Functional Domes 3 years

Warranty Exception

Zoom Lenses & Motor - 1 year
Monitor tube - 1 year

LCD panel — 1 year
Bulbs/Elements - 1 year

Camera module & moving parts — 1 year

This warranty covers equipment that has been properly installed and used. It does not cover damage that

occurs in shipment or failure that results from alteration, misuse, abuse or faulty installation.

Vantage makes no further warranty, express or implied, including any warranty of merchantability or fitness.

In no event will Vantage be responsible for incidental or consequential damages.

Correct Disposal of Vantage Products

(Waste Electrical & Electronic Equipment)

This marking shown on the product or its literature, indicates that it should not
be disposed with other household wastes at the end of its working life.

To prevent possible harm to the environment or human health from uncontrolled
waste disposal, please separate this from other types of wastes and recycle to

promote reuse of material resources.

Business users should contact their supplier and check the terms and conditions
of the purchase contract. This product should not be mixed with other commercial wastes for disposal.

Eventually, you may want to replace your Vantage product:

When your Vantage product comes to the end of its life or

you choose to update or upgrade it by

replacement, please do NOT dispose of your Vantage products with your normal waste. Please ensure

you recycle where facilities exist.

When you need to dispose of any Vantage item, check with your supplier or local authority for suitable

disposal options.
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